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Technical Specifications 


92283A 92283B 92300A C1517A 
(60 meter) (90 meter) | (120 meter) || (125 meter) 
DDS DDS DDS-2 DDS-3 


Metal Particle = = | PassivatedIron 
i a as ee 
[Recording Surface Density(MB/Inch?) | 114 | 114 | im [342 


Prose Cabacily: (per eariidee Perr | 1.3 Gbytes | 2.0 Gbytes | 4.0 Gbytes | 12.0 Gbytes 
compression) 


[Unrecovered Read Bit Error Rate Read Bit Error Rate [Unrecovered Read BitErrorRate = | ——(iéi in DS BA 
[Durability a 


= Characteristics 


[Dimensions/Cartridge (external) =| 73.0 X54.0X 10.5mm(288X2.13X04lins) | 
Weight i 8 ORO) 
[Dimensions/box of 5(external) = ss | 8H XBGOXOSMM Cs 
[Weightboxof5 i‘ OST To) 
[Tape Length (meters) =————S=«&YS«CLOM QOD’ || 9.5m. [123.5mq 0.5 || 124.5mg0.5 
[Tape Width (mm) FB 


*Maximum wet-bulb temperature 26°C 


[Tape Thickness(microns) | 1341 | 9.0408 | 6.5 40.4 | 6.5404 


Environmental Requirements 


[Media Operating conditions | 5°C to 45°C, 20% to 80% RH (non condensing*) 
[Storage Conditions (archival) | 5°C to 32°C 20% to 60% RH (non condensing*) 
[Transportation Conditions | -40°C to 45°C 5% to 80% (non condensing*) 
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Please send feedback to the webmaster@www.hp.com with questions or problems with this service. 
(c) Copyright 1997 Hewlett-Packard Company. 
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